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AC GEARMOTR

Indications of the model number
€ Motor

90 YY 60 - 2

Output power:
4.6.15. 25
40. 60. 90. 120W

Motor type:
YY: induction motor
YN: reversible motor

Frame size:

¢ 60mm

& 70mm

& 80mm

& 90mm Voltage:

& 1000 1:110V4P 2:220V4P
3:110V2P 4:220V2P
5:36V4P  6:36V2P
7:24V4P  8:24V2P

€ Wiring diagram

Model YY single phase induction motor Model YN single phase reversible motor
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Note£°1. C indicate split capacitance.

2. R indicate thermal protector. Cut-off temperatur:125°C + 5°C, recover temperature:105°C.
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YY Series Induction gearmotor

YN Series Reversible gearmotor

€ Motor technical data

Type Power | Voltage|Frequency | Current | Starting torque | Rated torque | Rated speed | capacitor [operating
w Vv Hz A N.m N.m r/min uF/VAC | mode
60YY6-2 6 290 50 0.10 0.045 0.046 1250 0.8/450 Cont
60YNB-2 0.11 0.055 0.049 1250 1.0/450 | 30min
60YY6-1 6 110 50 0.20 0.045 0.046 1250 2.5/250 Cont
60YN6-1 60 0.18 0.045 0.038 1250 2.5/250 Cont
€ Permissible load of gearmotor
50Hz N.m
Ratio 3 5 7:5 10 | 125| 15 20 25 30 40 50 75 | 100 | 150
Speed rpm 500 | 300 | 200 | 150 | 120 | 100 | 75 60 50 37 30 20 15 10
Number of gear trains | 2 2 2 2 2 2 3 3 3 3 3 4 4 4
(N.m) 0.11]1 0.18] 0.28 | 0.37 | 0.46 | 0.56 | 0.67 | 0.83 |1 1.00 | 1.34 | 1.68 | 2.24 | 2.50 | 2.50
60Hz N.m
Ratio 3.6 6 9 10 15 18 20 30 36 40 60 90 | 120 | 180
Speed rpm 500 | 300 | 200 | 180 | 120 | 100 | 90 60 50 45 30 20 15 10
Number of gear trains | 2 2 2 2 2 3 3 3 3 3 4 4 & &
(N.m) 0.11| 0.18| 0.28 | 0.31| 0.46 | 0.50| 0.55] 0.83 | 1.00 | 1.10 | 1.50 | 2.24 | 2.50 | 2.50
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